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Small wastewater treatment systems for up to 50 PTPart 3:
Packaged and/or site assembled domestic wastewateratment
plants

Kleinklaranlagen fur bis zu 50 EW - Teil 3:
Vorgefertigte und/oder vor Ort montierte Anlagen
zur Behandlung von hauslichem Schmutzwasser

Petites installations de traitement des eaux usées
jusqu'a 50 PTE - Partie 3: Stations d'épuration des
eaux usées domestiques prétes a I'emploi et/ou
assemblées sur site
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CE

KMG Killarney Plastics Limited
Ballyspillane Industrial Est
Killarney,

Co Kerry,

Ireland

l.S. EN 12566-3
Packaged domestic wastewater treatment plant for #atment of domestic wastewater

Product’s reference code’Tri-Cel UK6 - 50"

Material: GRP
Effectiveness of treatment:
Treatment efficiency ratios BODS5: 95.7 %
SS:95.4 %
Nominal organic daily load (BOD5) See table
Nominal hydraulic daily flow (QN) See table
Water tightness Pass
Crushing resistance Pass
Durability Pass
System BOD5 QN
UKG6 0.36 kg/d 1.2 m3/d
UK9 0.54 kg/d 1.8 m3/d
UK12 0.72 kg/d 2.4 m3/d
UK18 1.08 kg/d 3.6 m3/d
UK24 1.44 kg/d 4.8 m3/d
UK30 1.8 kg/d 6.0 m3/d
UK36 2.2 kg/d 7.2 m3/d
UK42 2.52 kg/d 7.2 m3/d
UK50 3.0 kg/d 10.0 m3/d
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In accordance with KMG Group normal policy of pratiu
development, this specification is subject to cleawighout
notice.

2010.



